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FOR COATINGS, RESINS AND RELATED MATER!ALS B
’ —Tio__ﬁ (Aooroved by U.S. Oecertment of Labor “Essentiailly Similar to Form QSHA-20) A 5 6
— ' Section |

manuracTurersname BCSTIK WEST, DIV. OF USM CORPORATICN, AN EMHART UNIT

streeraconess 20846 So. Normandie Ave. cmrsmure.anozrcooe Torrance, Ca. 90502

EMERGENCY TELEPHONE NO. (213) 320- 6800

PRODUCT CLASS EPOXY - . A MANUFACTURERS CODE IDENTIFICATION 463-12-8
Catalyst: CA-116 ]
- TRADE NAME BOSTIK , o o _ Mix Ratio: 1l part 463-12-8(Base) to

1 part CA-116 by volume.
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Section Il - HAZARDOUS INGREDIENTS

INGREDIENT 463-12-8(Base) CAS No. - ﬁ?%s,g - Tw M,AM. el ﬁé,;%;gn's
Xylene . .1330-20-7 "5-10 100 - 1.0 7.0
"Methyl n-Butyl Ketone 591-78-6 5-10 25 1.2 10.0
Methyl Isobutyl Ketone 108-10-1 5-10 100 1.4. 15.0
Methyl Ethyl Ketone 78-93-3 10-15 200 1.8 70.0
Butyl Alcohol 71-36-3 <£5.0 100 1.7 4.0
Chromate Pigments: ’ ‘

As Chromium 13765~-19-0] <£3.0 -—— *3.05 -—— -————
As Lead 17758-97-6 £0.4 -——— *0.05 -——— ———
xOSHA, 8 hr.,TWA '

Section IlIl — PHYSICAL DATA

BOILING RANGE 176-262" F . VAPOR DENSITY [ﬁ HEAVIER ﬁ LIGHTER. THAN AIA

EVAPORATION RATE D FASTER suowen.mm ETHER :szcoi:réoum.e 60. 52 WEIGHT PER 10.2 1bs
Section IV — FIRE AND EXPLOSION HAZARD DATA

DOT CATEGORY Red Label, Flammable | ,uéfpt?,,)«r 23°F Tag Closed Cup eee 1.0

EXTINGUISHING MEDIA Exclude aiz;' - Use foam, C.Oz, steam, water fog,

dry chemicals. Do not use water.
o .

UNUSUAL FIRE AND EXPLOSION HAZARDS

Vapor forms explosive mixture with air between
upper and lower explosion limits.

SPECIAL FIRE FIGHTING PRCCEDURES
Do not use water, exclude air, use water sprav
to cool fire exvosed surfaces and to o*otect
personnel,
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